
 
TECHNICAL SPECS 

Max Length. 10,30 m (33’9”) 
Max. beam 3,35 m (11’) 
Draught 0,45 m (1’6”) 
Lightship Displacement 4.950 kg (10,900 Lbs) 
Clearance 3,70 m (12’2”) 
Deadrise angle at transom 18,9° 
Fresh water capacity 150 l (40 Gal) 
Fuel capacity 700 l (184 Gal)    
Passenger capacity 10 
Passenger cap./night 2 
Designer Marcio Schaefer 

 

CONSTRUCTION  
Isophtalic gelcoat 
Stervynil resin skin coat 
PRFV / PVC sandwich construction 
Structural Frames and girders 
All deck hardware produced in 316L stainless steel. 
Certified tinned wires 

STANDARD EQUIPMENT 

COCKPIT 
Lamintated glass windshield mounted on fiberglass structure 
Ice box 
Gourmet station with sink, faucet, storage space, trash bin and cupboard 
2 stainless steel retractable cleats  
LED courtesy lights 
LED lights in hardtop 
All-Round navigation light 
Navigation lights 
 
 
HELM STATION 
Stainless steel and leather marine steering wheel 
Helm seats with flip up bolsters  
Engine display gauges 
Light switches  
Bilge pump, exhaust controls switches  
Horn 
 



 

 

 

 
 
SWIM PLATFORM 
Stainless steel swimming  
Cockpit shower 
2 stainless steel retractable cleats 
 
BOW 
Chaise/Sunbed with armrests and cup  
Handrail on bulwark 
2 stainless steel retractable cleats  
Stainless steel U-bolt for anchor chain 
Anchor locker, ropes and fender storage 
Rod holders 
 
CABIN 
Lacquered/laminated furnitures 
Convertible Sofa/bed 
12V main breaker panel 
Bow ventilation/escape hatch 
Ventilation portholes 
LED lights 
 
HEAD 
Sink and faucet  
Trash bin 
Mirror  
Electric toilet with macerator  
Towel hanger 
Liquid soap dispenser 
 
LIGHTS 
LED lights  
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

 

 
 
ENGINE ROOM 
 
BILGE PUMPS 
Two 2000GPH 12v bilge pumps, with automatic and manual activation 
Flooding alarm 
 
BATTERIES 
Two 105Ah 12V DC batteries (one per engine) 
Two 105Ah 12V DC batteries for Service circuit 
One 105Ah 12V DC batteries for windlass and bow thruster (optional sold separately) 
40A 12V DC battery charger (optional) 
 
ELECTRIC SYSTEM 
12V DC circuit breaker panel located inside the cabin 
Main switches located in the cabin 
Fuse box 
Charge distributor 
 
FUEL SYSTEM 
Two Stainless steel fuel tanks with 285 liters each (75Gal), total of 570 liters (150 Gal) 
2 fuel caps 
2 fuel vents 
 
FRESH WATER SYSTEM 
Fresh water tank with 150 liters (40 Gal) capacity 
Fresh water cap located on deck  
Fresh water pump and filter 
Cold water system for head (hot water system available as optional) 
Fresh water system for head, cockpit sink and shower 
 
OTHER EQUIPMENT 
Holding Tank of 65 liters (17 Gal) 
Engine room exhaust system 
 


